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Fanless IS6500 are extremely 

rugged, military grade 

computers. IS6500  comes in 

two flavours: with fixed cables 

attached (-ICO) and with 

connectors and separate 

cables (in scope of delivery) (-

CON).  

The milled aluminium full-metal 

case with waterproof sealings 

accomodates a high-temp.-

range single board computer 

with soldered-down CPU 
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Fanless IP6500_ICO 
Fanless IP6500_CON 
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Factsheet 
 IP6500_ICO IP6500_CON 

Physical properties 

Chassis Full-metal milled aluminium case, cable inlet with 

fixed cables  

Full-metal milled aluminium case, cable inlet with 

screwable cables 

Dimensions 172x172.5x50 mm (WxDxH) 

Cooling Passive 

Mounting options* 4x Mounting holes on the edges (D=3.5 mm)  

Weight 2,0 kg 

Hardware 

Formfactor  3.5” SBC 

CPU Intel Atom x6413E, 4x 3.0 GHz 

RAM 4, 8, 16, 32 GB DDR4  

Storage 250GB – 2TB m.2 

Graphics Intel UHD, 1x 4k@60Hz 

Communication 

WLAN* Upon request 

LTE* Upon request 

I/O 

I/O 2x USB 2.0 (female), 1x HDMI, 1x RJ45 GLAN, 1x 

DC-In open wires 

5x 2.0m cables fixed to the IPC 

4x Amphenol/Eaton MIL connectors: 1x USB 2.0 

Type-B, 1x HDMI, 1x RJ45 GLAN, 1x DC-In open 

wires 

4x 2.0m cables with Amphenol / Eaton receptacles 

in the scope of delivery  

 Other connector configurations / cable length upon request 

I/O internal 1x audio, 2x usb 2.0, 2x Rs232/422/485, 2x RS232, 1x AT/ATX mode select jumper, 1x GPIO 

Power supply 

PSU Not included 

Power input 9..36V DC-In (open wires) 

Power draw Idle: ~5W, full-load: ~20W 

Compatibility 

OS Windows 10 / 11 (IoT), Linux 

Environment 

Operating temp. range / Humidity -40..75°C / 0…100%, non-condensing 

Protection class IP65 

Compliance 

Conformity CE, RoHS, REACH 

High-Temp., Ingress and Shock according to MIL-STD-810H 

General 

Scope of delivery IPC, documentation, certificate of conformity, fixed 

attached cables, 2m 

IPC, documentation, certificate of conformity, 2m 

IP67 cables: 1x HDMI, 1x USB 2.0, 1x RJ45m, 1x 

DC-In  

Language EN, DE 

Warranty 3 years, 4/5 years* 

Country of Origin Germany 

  

*Depending on actual system configuration / may require optional accessory 

**Maybe occupied due to acutal system configuration 
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